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SPARKULAR SPIN SPECIFICATIONS 

SPARKULAR SPIN is another global pioneering SPARKULAR machine originally from 
SHOWVEN. With two 20°  angled nozzles and bidirectional rotatable structure, it creates the 
waltz-like lissome and romantic sparks. With adjustable rotation direction, rotational speed 
and effect height, SPARKULAR SPIN bring a new visual effect to your show. 

Features 

 Bidirectional rotatable 

 Adjustable rotation speed 

 Two 20°  angled nozzles generate a waltz-like lissome and romantic sparks effects 

 DMX controllable, 2/4 channels switchable 

 Built-in wireless control, easy programming 

 Stainless steel panel, stable and durable 

For safety use, please don’t touch sparks with hands or other flammable objects 

 

Specifications 

Dimension 

330 x 305 x 349 mm 

Weight 

20 kg 

Input and Power 

BT81: 220VAC, 50/60 Hz, 1000W 

BT82: 110VAC, 50/60 Hz, 1000W 

Fountain Height 

HC8200 LARGE: 2-5m  

HC8200 MEDIUM: 2-4m 

Hopper capacity 

200g*2 

Consumable consumption rate 

20g/min*2 

Interface 

NEUTRIK POWERCON TRUE1 IN/OUT 

3 and 5 pin DMX IN/OUT  

DMX channels 

2/4 

Casing material 

Stainless steel 
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Effects 

  

 

 

Distributor: 

www.techni-lux.com

Phone: 407-857-8770
Fax: 407-857-8771
Email: sales@techni-lux.com 
 




