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HC8200 SPECIFICATIONS 

HC8200 is granulated alloy, specially designed for SPARKULAR series machine, to generate spark effects. 

In order to adapt to different usage scenario and better effects, HC8200 divided into SMALL, MEDIUM, 

LARGE, LARGE Ⅰ, LARGE Ⅱ, LARGE Ⅲ. 

 

FEATURES 

No smoke, no pyro smell 

Granulated alloy, non-hazmat storage 

DGM certified as not restricted goods 

ROHS certified, environmental friendly 

 

SELECT THE RIGHT HC8200 FOR YOUR SHOW 

HC8200 SMALL and MEDIUM with lower effect height, almost no sparks fall to the ground, designed for 

indoor use. 

HC8200 LARGE/ HC8200 LARGEⅠ/ HC8200 LARGE Ⅱ/ HC8200 LARGE Ⅲ with higher height, but there 

will be some spark remains fall to ground, designed for outdoor use. 

Never touch the sparks which shooting out from the SPARKULAR series machine with hand.  

Make sure sparks shoot out from SPARKULAR can NOT touch any objects in the air. 

                     

MODEL 
EFFECT HEIGHT OF EACH TYPE OF HC8200 HC8200 

Consumption  SMALL MEDIUM LARGE LARGE Ⅰ LARGE Ⅱ LARGE Ⅲ 

SPARKULAR mini / 2-2.5m 2-3.5m N/A N/A N/A 15g/min 

SPARKULAR 1.5-2.5m 1.5-3.5m 2-5m N/A N/A N/A 20g/min 

SPARKULAR miniFALL / 2-3m 3-4m N/A N/A N/A 15g/min 

SPARKULAR TRIPLE / 2-4m 2-5m N/A N/A N/A 17g/min *3 

SPARKULAR SPIN 1.5-2.5m 2-4m 2-5m N/A N/A N/A 20g/min *2 

SPARKULAR PRO / / 5-5.5m 5-5.5m N/A N/A 20g/min 

SPARKULAR FALL / 2/3m 3/4m 4/5m 5/7m N/A 20g/min 

SPARKULAR CYCLONE / / 6-7m 7-8m 8-9m 9-10m 75g/min 

 

PACKING 

Aluminum foil bag vacuum package, minimum 3 years shelf life when not opened. 

200g/bag package, 12bags/box, 12boxes/carton support all SPARKULAR models except SPARKUAR mini. 

50g/bag and 45g/bag package is specially designed for SPARKULAR mini, 12bags/box, 48boxes/carton. 
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